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CONSTRUCTION DETAILS ‘ _ . , —/\((0’
. . . . . ' : NO OUTLET \
A. Install proposed signal head as shown. (Note: Contractor is to wire signal head with - : vy
new 1-conductor cable and route back 1o new controller.) ‘ GENERAL NOTES:
B.'Remgve existing ?ng igsfc;; prop?sed gig?ol heg? at same Iocg+ign% {Note: Confroc+og
is to wire signa ead wi new (—-conductor cable and route bac © new controlter. :
' : - : o RIGHT OF WAY LINE 1. The loop detectors gnd conduit are to be installed prior to the installation of the
C. Remove existing and install proposed signal head at same location. ' payeme?f ‘lpgrkings ic behind stopline. Also locp detectors are to be installed
' ‘ : prior to final surface.
D. Remove existing and install proposed pedestrian signal head of same |ocation. 2 Al underground utilities shown on these plans are schematic only and may not be
E£. Install proposed video camera on existing strain pole as shown. complete. The contractor shall be responsible for notifying “MISS UTILITY” prior to
. : . . : construction so that ail utiiities may be located in the fieid. [f the contractor perceives
F. Contractor shall remove existing pole-mounted cabinet. (Note: Contractor shall fill all that a conflict between the utilities and the fraffic signal will occur. the contractor shall
unused holes from pole mounted cabinet.) _ ‘ . notify the project engineer immediately so that the confiict may be resolved. _
6. Contractor shal! remove existing interconnect cable from existing wood pole and use 3. All pavement markings detailed are proposed and are fo be instalied in accordance with
existing eye bolt o install proposed interconnect cable. SHA standards by the contractor during the Safety and Resurfacing project.
H. Install NEMA size “6” base-mounted cabinet and controller with all 4. All pavement markings are to be installed as shown on these plans not
necessary equipment as shown. (Note: Contractor shall remove existing from existing field conditions.
pole mounted concrete pad to install new cabinet and concrete pad.) MACADAM 5. Contractor shall contact Jennifer Biddle at 410-787-5868 if full sized plans are needed.
J. Install metered pedes-tgl for‘elecﬂ'r:ool utiiity service equipment as shown. _ : PARKING LOT 6. The Contractor shall remove all unused wiring and properly tag and labe! all signal cables
‘K. Install handhole. ' to the appropriate terminals.
v ' :
L L. Install 3" polyvinyl chloride electrical conduit (Schedule 80) (trenched).
-
% M. Instai!l 4” polyvinyl chloride electrical conduit (Schedule 80) (+renched). : : ==
] N. 'Ir’zsfc'aii 2" polyvinyl chloride electrical conduit (Schedule 80) (trenched). . STATE OF MARYLAND
C?:I 0. Iné;‘laé%‘ 3"+pglyviny1l ‘chigrige e(!ﬁSTrzigglKgﬁ?Et;i; (Schedule 80) Hrenghed) D/W D&%‘E%gﬁ;ﬁﬂ%ﬁﬁ@gﬁé%
. wi "o wire conductor . or power service to base ‘ . ..
7 O ~of utility pole for proposed underground electrical service by PEPCO. \ CRUSSWALK AND STOPL INE DIMENS}ON TYPICAL : :
P. Install sidewoik in area as shown. - 12" WHITE T : ' ’ : : E | '
Q. Use_ existing span wire to install new signal head wiring. . : /_ - \\\\ \ \\ : , ' MD 201 ( KEN I LWORTH AVE )
R. Use existing span wiré.:i_ ' : - ' 4WIG' | \\\\g}\ \k\ | ' i o R ' ' AND SARV I S AVENUE
S. Use existing strain pole. o ‘ ' | ¢ : * \k\\ \\ A : ' : '
, B _ - \ u . APPROVALS REVISIONS :
T. Use existing handhole. U127 wiITE |4 A GEOMETRIC LEGEND '
‘ "__ ¢ = S = - -
'U. Use existing handhole. (Contractor is to wire existing loops with new 2- ! E?g}?ﬁ? ________ J l N ,\\y SCALE _17= 20" DATE REDRAWN 2-8-93 CONTRACT NO.P-386-001-385
conducter aluminum cable with splice Kits and route back To new controltler.) o TEETEABER $(< f l | l |
- , . 24" WHITE . | LEGEND OF UNDERGROUND _ L [ '5 S L5-05| DESIGNED BY_BRUCE THOMPSON SR COUNTY PRINCE GEORGE'S
V. Use existing conduit. : SCALE: 1"= 10’ STOPL INE AND OVERHEAD UTILITIES _\X NYa @ mstaL vioeo peTecTion AN DRANN By STEVE RENZI LocMILE 16020104. 62
W. PEPCO shall remove existing overhead electrical service. ' ' AERIAL CABLE A A ® ASST. mg'\c@ SHA NO. : AZ3 ‘ '
R isti R10-12 head si : : ‘ ' NOTES : : ELECTRIC E E STREET TRAFFIC STUDIES, LTD. Q:'\Ca ' RRZ 4’{”&[“'& % | CHECKED BY TIMS NO. _6936
. existin - n. : : . AW, x : / . _ . ~ _
X Remove existing overnead stgn. | 1. ALL CROSSWALKS SHALL BE CENTERED ON HANDICAPPED Gas ONE — Glen Gurnie 2106 STVTS TN CHIEF *REPLACE DAMAGED LOOP DETECTORS’ - | F-A.P. NO._MG-5019(1) TOD NO.
Y. Install proposed shield assembly on existing strain pole - RAMPS UNLESS OTHERWISE NOTED. ' SEWER s—s P 14109 590-5500 ' \ p D INSTALL TELEMETRY S¥STEMy 6)E
. . . Fax (410} 590-6637 AL ’ «H.
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